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We are rapidly growing. Thanks to the "understanding of
excellence" in product and service quality, in the plastic
modular belt sector. We export plastic modular belts and
accessories (sprockets, flights, sidewalls) produced with high
production standards to more than 40 countries, including 5
continents.

We have right partnerships with industrial companies,
original equipment manufacturers and distributors in many
countries of the world with the strength of our production
quality, flexible capability, pre-sales and after-sales service.

We are constantly proving our expertise for food industry.
We have FDA and EU approvals that are recognized as quality
standards around the world for the safe and hygienic carry of
food products.

With our movement technologies, we are carrying your
business to the future.

Today and always.




Flexibility for various applications

Modular Belts are more durable, flexible and efficient than traditional conveyor
belts because of their material and functional solutions.

Modutech Modular Belts are constructed of plastic modules. They are secured
with full- length hinge rods and driven through plastic sprockets which allows
customization with a variety of flights, side guards and accessories. In addition,
with the advantages of resilience in difficult enviroments, sterilization, low
maintanence and easy installation; modular belts offer high performance even
in various applications.

Here are our applications for various industries:
- fruit and vegetable applications

- meat, poultry and seafood applications

- bakery and pasta applications

- beverage applications

- can applications

- corrugated applications

Modutech Modular Belts ensures quality

We rely on standardisation by producing plastic modular belts from design
to plastic moulding and assembling at acceptable standards. With the high
quality materials combined with ultimate engineering offers us specialization
in the production of plastic modular belts. We ensure this quality through
complying with FDA and EU regulations. These regulations provides precise
manufacturing process and high performance conveyor belts.

High Quality Materials

Best material ensures superior product quality e
and performance. Because of the material quality,
change in temperatures can be easily handled

through operations. We offer you standard

materials like PP, PE, POM (acetal) and special
materials such as detectable, antistatic, flame
reterdant, extra high temperature, hot water

resistant, reinforced and low friction.




Various
ndustries
Need Special
Solutions

We offer combinable designs, materials and accessories for specific
industries. Because, different working environments needs different
solutions. Hygiene in case of bacteria retention is the key for food
industry. Cleanliness standards are ensured through FDA and EU
regulations. During manufacturing process, easy to clean and low
maintanence helps you to keep these standards.

FOA

(Regulation EU/10 /2011)
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customer

satistaction
pbased quali
manufactur

As Modutech Modular Belts, we see the customer satisfaction as one of
the most crucial issues. To ensure the customer needs completely, our
manufacturing plant which has a 5000 m2 closed area and located in an
industrial zone is working 7 days and 24 hours. We stock a wide variety of
products so that we supply your urgent requests and demands. Delivery
on time is also one of the most important matters for us. Through all of
this hard work, we always aim to fulfil your requirements efficiently and
thus to be your reliable business partner.
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MPS0

Micro Pitch Modular Belt Series

MP80 (

MP80 FG

MP80 NS (Non-Slip)

MP80 NP (Negative Pyramid)
Sprockets

Engineering Information
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MPS80 (

Micro Pitch Modular Belt Series

- Bakery Applications

Row Dough Handling, Divider, Proofer Lines, Laminating Lines
= Meat Applications

Transfer - Crossover Conveyance and Metal Detectors
- Seafood Applications

Grading Lines and Weighing Lines

= Fruits and Vegetables Applications
Control and Sorting Tables

= Snack Food Applications

Cooling Lines

- Beverage Applications

Box Transfer




MP80 (

Pitch:
Belt Surface:

Minimum Width:
Open Area (%):

Flight:
Sidewall:
Rod:
Approved:
Curve:
Color:
Cleanability:

Belt Thickness:

Min. Nosebar
Diameter:

8 mm/0.315 inch
Close, Smooth Surface
101,6 mm /4 inch
0%

No

No

@3 mm/0.118 inch
FDA and EU

No

Additional colors available
Good

6 mm/0.236 inch

6 mm/0.236 inch
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Available Moulded Module Sizes

- 203,2 mm / 8 inch module
+101,6 mm / 4 inch module

Product Features and Functional Benefits

* Micro pitch series with small transfer gaps for tight transfer.

» Designed to run over 6 mm nosebars or rollers.

- Belt and sprocket design ensures superior load transmission and belt pull capacity.
- Headless pin making it very easy to install and remove the belt for maintenance.

MP8O0 C / Technical Information

BELT STRENGTH TEMPERATURE BELT WEIGHT
N/m /ft N/m /ft

-43/-45.4 +110/ +230 53/1.09

BELT / PIN
MATERIAL

Acetal / Acetal 2750 188 - -

- Belt strength and temperature values are maximum on the table.

MP8O0 C / standard Belt Widths

WIDTH (W) | | | | I | I | f | | | I | I
. Belt With T | | ! ! T | | | T
SERIES PP-PE POM Tolerance
W
MP80 C - - 101,6 4.0 +1 mm 6
MP80 C - - 203,2 8.0 +1 mm
MP80 C - - 304,8 12.0 +7 mm S\
MP80 C - - 406,4 16.0 +1 mm g )
MP80 C - - 508,0 20.0 +2 mm
MP80 C - - 609,6 24.0 +2 mm o
MPS0 C ~ ~ 711,2 28.0 +2mm - Standard belt increments 101,6 mm. >
MP8O C ) ) 8128 32.0 2 mm - Non-standard belt increments 25,4 mm.
Please contact with customer service for
MP80 C - - 914,4 36.0 +2mm )
precise belt measurements. www.modutech.com.tr



MP80 FG

Micro Pitch Modular Belt Series

- Bakery Applications

Row Dough Handling, Divider, Proofer Lines, Laminating Lines
= Meat Applications

Transfer - Crossover Conveyance and Metal Detectors
- Seafood Applications

Grading Lines and Weighing Lines

= Fruits and Vegetables Applications
Control and Sorting Tables

= Snack Food Applications

Cooling Lines

- Beverage Applications

Box Transfer
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MP80 FG

Pitch: 8 mm/0.315 inch

Belt Surface: Open, Smooth Surface

Minimum Width: 101,6 mm /4 inch

Open Area (%): 34%. ( Biggest opening 6,5 x 13 mm )

Flight: No

Sidewall: No

Rod: @3 mm/0.118 inch

Approved: FDA and EU

Curve: No

Color: Additional colors available

Cleanability: Good

Belt Thickness: 6 mm /0.236 inch

Min. Nosebar

Diameter: 6 mm /0.236 inch
Product Features and Functional Benefits Available Moulded Module Sizes
* Micro pitch series with small transfer gaps for tight transfer. + 203,2 mm / 8 inch module
* Designed to run over nosebars/knife edges or rollers with a radius down to 3mm +101,6 mm / 4 inch module

(0.12 inch) allowing, precise transfer of even the smallest products.

- Versatile for conveying, drying and cooling applications.

- Optimal design of sprocket teeth, and belt underside provides superior sprocket
engagement, safe belt tracking and favorable cleanability.

* Headless pin making it very easy to install and remove the belt for maintenance.

MP80 FG / Technical Information

BELT / PIN BELT STRENGTH TEMPERATURE BELT WEIGHT
MATERIAL = B
°C/°F . °C/°F . Kg/m?2 / Ib/ft2

Acetal / Acetal 2650 181 = = -43/-45.4 +110/ +230 4,4/0.90

- Belt strength and temperature values are maximum on the table.

MP8O0 FG / Standard Belt Widths

13 8
WIDTH (W) — — — — — — ©
BELT Belt With N/ N N N A A N N\
SERIES PP-PE POM Tolerance —J ) 7 7 | N 7 ] |
W
MP80 FG - - 101,6 4.0 +1 mm 6
MP80 FG - - 203,2 8.0 +1 mm
MP80 FG - - 304,8 12.0 +7 mm P
MP80 FG - - 406,4 16.0 +1 mm ()
MP80 FG - - 508,0 20.0 +2 mm g @
MP80 FG - - 609,6 24.0 +2 mm %
MPS0 FG ~ ~ 711,2 28.0 +2mm - Standard belt increments 101,6 mm. 1%
MP80 EG ) ) 8128 32.0 2 mm - Non-standard belt increments 25,4 mm. N
' - Please contact with customer service for
MP80 FG - - 914,4 36.0 +2mm .
precise belt measurements. www.modutech.com.tr
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Row Dough Handling, Divider, Proofer Lines, Laminating Lines

= Meat Applications >, ulf" _,.l ,.-

Transfer - Crossover Conveyance and Metal Detectors ;

- Seafood Applications ~ jp _’p' # .-";qr
Grading Lines and Weighing Lines ‘ .
= Fruits and Vegetables Applications
Control and Sorting Tables

= Snack Food Applications &
Cooling Lines ;
- Beverage Applications

Box Transfer & 0 1,_": .,'l‘_'- »
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MP80 NS

Pitch:
Belt Surface:

Minimum Width:

Open Area (%):
Flight:
Sidewall:

Rod:
Approved:
Curve:

Color:
Cleanability:
Belt Thickness:

Min. Nosebar
Diameter:
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8 mm/0.315 inch
Close, Non-Slip Surface
101,6 mm /4 inch

0%

No

No

@3 mm/0.118 inch
FDA and EU

No

Additional colors available
Good

6,4 mm/0.252 inch

6 mm/0.236 inch

Available Moulded Module Sizes

+ 203,2 mm / 8 inch module
+101,6 mm / 4 inch module

Product Features and Functional Benefits

+ Closed surface and pointed studs, cone top surface pattern for superior grip

* Micro pitch series with small transfer gaps for tight transfer.

- Designed to run over nosebars/knife edges or rollers with a radius down to 3mm
(0.12 inch) allowing, precise transfer of even the smallest products.

- Optimal design of sprocket teeth, and belt underside provides superior sprocket
engagement, safe belt tracking and favorable cleanability.

* Headless pin making it very easy to install and remove the belt for maintenance.

MP80 NS / Technical Information

BELT / PIN

BELT STRENGTH TEMPERATURE BELT WEIGHT
°C/°F( °C/°F( 2 / lb/ft2

53/1.09

MATERIAL

Acetal / Acetal 2750 188 = -43/-45.4 +110/+230

- Belt strength and temperature values are maximum on the table.

MP80 NS / standard Belt Widths

WIDTH (W)
BELT Belt With

SERIES

Tolerance

MP80 NS 101,6 4.0 + 1 mm 6
MP80 NS - - 203,2 8.0 +1 mm
0,40 =—{j—=
MP80 NS - - 304,8 12.0 +7 mm fr;\
MP80 NS - - 4064  16.0 +1 mm N
0
MP80 NS - - 508,0 20.0 +2mm
\J
MP80 NS - - 609,6 24.0 +2mm S
MPS0 NS ~ ~ 7112 28.0 +2mm - Standard belt increments 101,6 mm. %
MPSO NS ) ) 8128 32.0 2 mm - Non-standard belt increments 25,4 mm.
Please contact with customer service for
MP80 NS - - 914,4 36.0 +2 mm )
precise belt measurements. www.modutech.com.tr



MPS0O N

Micro Pitch Modular Belt Series

- Bakery Applications

Row Dough Handling, Divider, Proofer Lines, Laminating Lines
= Meat Applications

Transfer - Crossover Conveyance and Metal Detectors
- Seafood Applications

Grading Lines and Weighing Lines

* Fruits and Vegetables Applications
Control and Sorting Tables

= Snack Food Applications

Cooling Lines

- Beverage Applications

Box Transfer

i
", ‘-?:*ji«.i
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MP80 NP

Pitch: 8 mm/0.315 inch

Belt Surface: Close, Negative Pyramid Surface

Minimum Width: 101,6 mm /4 inch

Open Area (%): 0%

Flight: No

Sidewall: No

Rod: @3 mm/0.118 inch

Approved: FDA and EU

Curve: No

Color: Additional colors available

Cleanability: Good

Belt Thickness: 6 mm /0.236 inch

Min. Nosebar

Diameter: 6 mm /0.236 inch
Product Features and Functional Benefits Available Moulded Module Sizes
+ Closed surface with inverted pyramid pattern. +203,2 mm / 8 inch module
- Provides superb release characteristics when conveying wet or sticky products +101,6 mm / 4 inch module

* Micropitch series with small transfer gaps for tight transfer.

- Designed to run over nosebars/knife edges or rollers with a radius down to 3mm
(0.12 inch) allowing, precise transfer of even the smallest products.

+ Optimal design of sprocket teeth, and belt underside provides superior sprocket
engagement, safe belt tracking and favorable cleanability.

* Headless pin making it very easy to install and remove the belt for maintenance.

MP80 NP / Technical Information

BELT STRENGTH TEMPE BELT WEIGHT
BELT / PIN
)

RATURE
MATERIAL T sragne | cuve |
Straight L °C / °F (min. °C / °F (max.) Kg/m2 / Ib/ft2

Acetal / Acetal 2750 188 = = -43/-45.4 +110/ +230 53/1.09

- Belt strength and temperature values are maximum on the table.

MP80 NP / Standard Belt Widths

WIDTH (W)

BELT Belt With
SERIES PP-PE Tolerance
| o | nn | o

MP80 NP = = 101,6 4.0 +1 mm

6
MP80 NP - - 203,2 8.0 +1 mm
MP80 NP - - 304,8 12.0 +7 mm
MP80 NP - - 406,4 16.0 +1 mm f(’)\
MP80 NP - - 508,0 20.0 +2 mm g L
MP80 NP - - 609,6 24.0 +2 mm ¥
MPS0 NP ~ ~ 7112 28.0 +2mm - Standard belt increments 101,6 mm. o
MP80 NP ) ) 8128 32.0 2 mm - Non-standard belt increments 25,4 mm. &
Please contact with customer service for
MP80 NP - - 914,4 36.0 +2mm )
precise belt measurements. www.modutech.com.tr
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MP80 (Micro Pitch Series) MODUTECH

Technical Specifications

736 A

MP80 Micro Pitch Series / Machined Sprockets Dimensions

. Square Round PRODUCT CODE
NO.TEETH b b 2 A

mm/inch mm/inch mm/inch mm/inch

Bore (Q) Bore (R)
mm/inch mm/inch Square Type (Q) Round Type (R)

Z18 409/1.61 480/1.89 6/0.23 20/0.78 20/0.78 25/1 MP80SQZ18 MP80SRZ18
724 56,4/222 63,7/2.51 6/0.23 20/0.78 25/1 25-30/1-1.25 MP80SQZ24 MP80SRZ24
736 875/3.44 949/3.74 6/0.23 20/0.78 40/1.57 25-30/1-1.25 MP80SQZ36 MP80SRZ36

*All required sprockets produced by CNC.

*Other sprockets and hub sizes are manufactured up to request.

*POM (Acetal) and PA (Polyamide) sprockets raw material is available on request.
*Machined Split Sprockets are avaliable for each size.

Tight
Tr(gmsfer

Precise transfer even the
smallest products!

Micropitch belt series are suitable
to run 6 mm nosebar roller.

www.modutech.com.tr

23



Mp 80 Ser iES Engineering Information

Max.)
Min.)

A-+0,031"(1Tmm)
B-+0,125"(3mm)

|'|'|("l
I+ I+

MP80 Series / Conveyor Frame Dimensions

Pitch Diameter Range (Bottom to Top)
No.Teeth
mm

MP80 C, MP80 FG, MP80 NP, MP80 NS

185 470 18 0.81 20,5 1.18 30,0 1.12 28,5 1.24 31,5 0.24 6,0
195 495 24 1.11 28,3 1.38 35,0 1.73 44,0 1.55 39,3 0.24 6,0
3.68 935 36 1.72 43,8 1.77 45,0 2.95 75,0 2.16 54,8 0.24 6,0

MP8O0 Series / Slider Support System For Straight Running Belts

Min. 2-3mm Belt Width Min. 2-3mm

|
A

[ ] [ ]
Bzwfﬁ @W o
A 40
X
Edge Guides Support Wear Strip Z i

Note: The max. distances between the wear strips have to be (X);

||
]

Detail A

125 mm for 2" belts
Scale 1:1

80 mm for 1"/ 0.5" belts



%
M p 8 0 Se FIeS Engineering Information MODUTECH

MP8O0 Series / Sprockets Arrangement

Standard Belt Width Number of sprockets per shaft

101,6 4.0 2 2 50/2 100/4
203,2 8.0 3 2 50/2 100/4
304,8 12.0 4 3 50/2 100/4
406,4 16.0 5 3 50/2 100/4
508,0 20.0 6 4 50/2 100/4
609,6 24.0 7 5 50/2 100/4
711,2 28.0 8 6 50/2 100/4
812,8 32.0 9 7 50/2 100/4
914,4 36.0 10 8 50/2 100/4
1016,0 40.0 11 9 50/2 100/4
1117,6 44.0 12 9 50/2 100/4
1219,2 48.0 13 10 50/2 100/4
1320,8 52.0 14 1 50/2 100/4
1422,4 56.0 14 1 50/2 100/4
1524,0 60.0 15 12 50/2 100/4
1625,6 64.0 16 12 50/2 100/4

www.modutech.com.tr 25
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ECI27

Modular Belt Series

ECI27 C

EC127 FG

EC127 GT / Friction Top
Sprockets & Accessories
Engineering Information

www.modutech.com.tr







ECI27 C

Modular Belt Series

= Bakery Applications

Row Dough Handling, Divider, Proofer Lines, Laminating Lines

= Meat Applications

Transfer - Crossover Conveyance and Metal Detectors

- Seafood Applications

Grading Lines and Weighing Lines

- Beverage Applications

Depalletizers, Accumulation Tables and Acceleration Lines
= Fruits and Vegetables Applications

Control and Sorting Tables

= Can Manufacturing Applications

Including Palletizers, Mass Handling and Accumulation Tables

= Tire Manufacturing Applications

Scalling, Marking, Sciver Cementing, Water Blow - Off,
Tire Transport Horizontal

= Corrugated Applications

Down Stackers, Corrugator Take Off, Transfer Car



&
ECI27 C MODUT)ECH

Pitch: 12,7 mm /0.5 inch

Belt Surface: Close, Smooth Surface

Minimum Width: 50 mm /1.97 inch

Open Area (%): 0%

Flight: Yes (T25,T50)

Sidewall: No

Rod: @4,7 mm /0.185 inch - Self Lock

Approved: FDA and EU

Curve: No

Color: Additional colors available

Cleanability: Good

Belt Thickness: 10 mm /0.394 inch
Product Features and Functional Benefits Available Moulded Module Sizes
* Less vibration in high speed and nosebar applicaitons. - 150 mm / 5.90 inch module
-+ Wear resistance in high speed applications with tight transfer. - 100 mm / 3.94 inch module

- Unique sprocket engagement reduces pulsation.
- Tight transfer applications.
» Tight transfer and high speed conveyors.

+ 50 mm /1.97 inch module

EC127 C/ Technical Information

BELT STRENGTH TEMPERATURE BELT WEIGHT
BELT MATERIAL

— SO — — °C / °F (min.) °C/°F (max.) Y
Polypropylene 12100 829 - - +5/+41 +90/ +194 58/1.20
Polyethylene 6600 452 - - -73/-99.4 +66 / +150.8 6,2/1.27
Acetal 19800 1356 - - -43/-45.4 +110/+230 87/1.78

- Belt strength and temperature values are maximum on the table.

EC127 C/ standard Belt Widths

BELT Belt With
Tolerance
(max.)

SERIES

EC127C 150,0 5.90 150,0 5.90 +71 mm
EC127C 200,0 7.87 200,0 7.87 +1 mm
EC127C 250,0 9.84 250,0 9.84 +2mm
EC127C 300,0 11.81 300,0 11.81 +2mm
EC127C 350,0 13.77 350,0 13.77 +2mm

12,70

EC127C 400,0 15.75 400,0 15.75 +2mm
EC127C 450,0 17.71 450,0 17.71 +2mm
EC127C 500,0 19.69 500,0 19.69 +2mm

EC127 C 550,0 21.65 550,0 21.65 +2mm W

EC127 C 600,0 23.62 600,0 23.62 +3mm

EC127 C 650,0 25.60 650,0 25.60 +3mm

EC127 C 700,0 27.56 700,0 27.56 +3mm

EC127 C 750,0 29.50 750,0 29.50 +3 mm

EC127 C 800,0 31.50 800,0 31.50 +3mm - Standard belt increments 50 mm.

EC127 C 850,0 33.46 850,0 33.46 +4mm - Non-standard belt increments 16,6 mm.

EC127 C 900,0 35.43 900,0 35.43 +4mm - Please contact with customer service for 29
precise belt measurements. www.modutech.com.tr



ECI27 FG

Modular Belt Series

- Bakery Applications

Divider, Oven Infeed - Outfeed, Cooling Lines, Coating Lines, Glazing Lines
= Poultry Applications

Breeding Lines and Grading Lines, Weighing Lines

- Seafood Applicaitons

Breeding Lines, Grading Lines and Weighing Lines

= Snack Food Applications

Cooling Lines

= Fruits and Vegetables Applications

Draining, Sterilization, Conveyonce

= Packaging Applications

Check Weighers, Filling, Palletizing - Depalletizing, Box Transfer




&
ECI27 FG MODUT)ECH

Pitch: 12,7 mm /0.5 inch

Belt Surface: Open, Smooth Surface

Minimum Width: 50 mm/1.97 inch

Open Area (%): 20%. ( Biggest openning 3 x 6 mm )

Flight: Yes (T25,T50)

Sidewall: No

Rod: @4,7 mm / 0.185 inch - Self Lock

Approved: FDA and EU

Curve: No

Color: Additional colors available

Cleanability: Excellent

Belt Thickness: 10 mm /0.394 inch
Product Features and Functional Benefits Available Moulded Module Sizes
+ Belt provides optimal open area for drainage and airflow. * 150 mm /5.90 inch module
+ Less friction and product contact for easy cooking, cooling and * 100 mm /3.94 inch module

freezing of products. + 50 mm /1.97 inch module
* Reduced dirt and oxide build due to self cleaning surface.

EC127 FG / Technical Information

BELT STRENGTH TEMPERATURE BELT WEIGHT
BELT MATERIAL

C/°F (min. °C/°F (max. Kg/m2 / Ib/ft2
: mex)

Polypropylene 12100 825 - - +5/+41 +90/ +194 52/1.07
Polyethylene 6600 452 - - -73/-99.4 +66 / +150.8 54/1.11
Acetal 19800 1356 - - -43/-45.4 +110/+230 7,2/1.48

- Belt strength and temperature values are maximum on the table.

EC127 FG / Standard Belt Widths

WIDTH (W)

Belt With
PP-PE POM Tolerance
(max.)

EC127 FG 150,0 5.90 150,0 5.90 +1mm

EC127 FG 200,0 7.87 200,0 7.87 +1 mm

EC127 FG 250,0 9.84 250,0 9.84 +2mm "

EC127 FG 300,0 11.81 300,0 11.81 +2mm 6

EC127 FG 350,0 13.77 350,0 13.77 +2mm I e

EC127 FG 400,0 15.75 400,0 15.75 +2mm |

EC127 FG 450,0 17.71 450,0 17.71 +2mm

EC127 FG 500,0 19.69 500,0 19.69 +2mm W

EC127 FG 550,0 21.65 550,0 21.65 +2 mm

EC127 FG 600,0 23.62 600,0 23.62 +3mm

EC127 FG 650,0 25.60 650,0 25.60 £3mm

EC127 FG 700,0 27.56 700,0 27.56 £3mm

EC127 FG 750,0 29.50 750,0 29.50 +3mm

EC127 FG 800,0 31.50 800,0 31.50 +3mm - Standard belt increments 50 mm.

EC127 FG 850,0 33.46 850,0 33.46 +4 mm - Non-standard belt increments 16,6 mm.

EC127 FG 900,0 35.43 900,0 35.43 +4mm - Please contact with customer service for 3]
precise belt measurements. www.modutech.com.tr



ECI27 GT

Modular Belt Series

= Snack Food Applications

Incline - Decline Lines, Container Conveyance
= Packaging Applications

Box Incline - Decline Lines

- Beverage Applications

Incline - Decline Lines, Filling, Box Transfer



&
ECI27 GT MODUT)ECH

Pitch: 12,7 mm /0.5 inch

Belt Surface: Close, Friction Surface

Minimum Width: 150 mm /5.90 inch

Open Area (%): 0%

Flight: Yes (T25,T50)

Sidewall: No

Rod: @4,7 mm / 0.185 inch - Self Lock

Approved: FDA and EU

Curve: No

Color: Additional colors available

Cleanability: Excellent >

Belt Thickness: 12,5mm/0.49 inch
Product Features and Functional Benefits Available Moulded Module Sizes
- Unique rubber top eliminates wear and increases friction in + 150 mm /5.90 inch module

incline-decline applications.
* Minimum nosebar diameter 18 mm.
- Tight transfer applications.

EC127 GT / Technical Information

BELT STRENGTH TEMPERATURE BELT WEIGHT
BELT MATERIAL
Straight Curve : ,
°C/°F . °C/°F @ Kg/m2 / Ib/ft2
o o min) (max)

Polypropylene 9900 679 - - +5 / +41 +90/ +194 6,5/1.33
Polyethylene - - - - - - .
Acetal - = B - _ _ B

- Belt strength and temperature values are maximum on the table.

EC127 GT / Standard Belt Widths

WIDTH (W)

SERIES (max)

EC127 GT 150,0 5.90 +7 mm

EC127 GT 200,0 7.87 - - +1mm

EC127 GT 250,0 9.84 = = +2mm 2,50 ;I_O

EC127 GT 300,0 11.81 = = +2mm '.4"“"';7;" o

EC127GT 3500  13.77 - - +2mm S AL ARIEX E E

EC127 GT 400,0 15.75 - - +2mm

EC127 GT 450,0 17.71 - - +2mm

EC127GT 5000  19.69 - - +2 mm 04,7

EC127 GT 550,0 21.65 - - +2 mm

EC127 GT 600,0 23.62 - - +3mm

EC127 GT 650,0 25.60 - - £3mm

EC127 GT 700,0 27.56 - - +3mm

EC127 GT 750,0 29.50 - - +£3mm

EC127 GT 800,0 31.50 = = £3 mm - Standard belt increments 50 mm.

EC127 GT 850,0 33.46 - - +4mm - Non-standard belt increments 16,6 mm.

EC127GT 9000  35.43 . . +4mm - Please contact with customer service for 33
precise belt measurements. www.modutech.com.tr
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724

724

EC127 Series / Standard Moulded Sprockets Dimensions

NO.TEETH

Di Do B

mm/inch mm/inch mm/inch

A

mm/inch

Square
Bore (Q)

mm/inch

Round
Bore (R)

mm/inch

PRODUCT CODE

Square Type (Q)

Round Type (R)

Z19
724
728
730
736

*Other sprockets and hub sizes are manufactured up to request.

685/2.69 780/2.54 20/0.79
88,7/3.49 988/3.89 20/0.79
1050/4.13 1152/4.53 20/0.79
1130/4.44 1233/4.85 20/0.79
1375/5.41 1480/5.82 20/0.79

40/1.57
40/1.57
40/1.57
40/1.57
40/1.57

25-40/1-1.5
25-40/1-1.5
25-40/1-1.5
25-40/1-1.5
25-40/1-1.5

*POM (Acetal) and PP (Polypropylene) sprockets raw material is available on request.
*Machined Split Sprockets are avaliable for each size.

Clamp

Machined Split Sprocket

25-30/1-1.25
25-30/1-1.25
25-30/1-1.25
25-30/1-1.25
25-30/1-1.25

EC127SQZ19*PA
EC127SQZ24*PA
EC127SQZ28*PA
EC127SQZ30*PA
EC127SQZ36*PA

Moulded Sprocket

EC127SRZ19*PA
EC127SRZ24*PA
EC127SRZ28*PA
EC127SRZ30*PA
EC127SRZ36*PA

Machined Sprocket
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EC127 Series / Flight Dimensions

EC127 Series / Flights

PRODUCT CODE Flight Height (mm/inch) Flight Width (mm/inch) PRODUCT CODE Sidewall Height (mm/inch)

EC127T25 25/1 150/5.90
EC127T50 50/2 150/5.90 = =
U1
o
N
Ul

12.7 mm * Additional flight dimensions are available up to 50 mm.

EC127 Series / Flight Technical Specifications

Possible Flight Indents for EC127 Series Z

Standard, module cutting 333 1.31
Standard, no module cutting 50,0 1.97
Standard, module cutting 66,6 2.62
Standard, module cutting 833 3.28
Standard, no module cutting 100,0 3.94

*Non-standard flight indent is on request.

www.modutech.com.tr 35
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( Max.)
(Min.)

A-+0,031"(1Tmm) C-
B-+£0,125"(3mm) E

'
+ -+

EC127 Series / Conveyor Frame Dimensions

Range (Bottom to Top)
mm mm mm mm
= EXEN

EC127 C, EC127 FG

289 /34 19 1.36 34,5 1.67 42,5 2.83 72,0 2.09 53,0 0.39 10,0
3.69 938 24 1.73 44,0 1.89 48,0 3.23 82,0 2.48 63,0 0.39 10,0
433 110, 28 2.07 52,5 2.05 52,0 3.86 98,0 2.80 71,0 0.39 10,0
4.66 1183 30 2.24 57,0 213 54,0 4.02 102,0 2.95 75,0 0.39 10,0
5.62 1427 36 2.72 69,0 2.35 59,8 4.96 126,0 343 87,0 0.39 10,0
EC127 GT
289 734 19 1.46 37,0 1.67 42,5 2.83 72,0 2.19 55,5 0.49 12,5
3.69 938 24 1.83 46,5 1.89 48,0 3.23 82,0 2.58 65,5 0.49 12,5
433 110, 28 2.17 55,0 2.05 52,0 3.86 98,0 2.89 73,5 0.49 12,5
466 1183 30 2.34 59,5 213 54,0 4.02 102,0 3.05 77,5 0.49 12,5
5.62 1427 36 2.81 71,5 2.35 59,8 4.96 126,0 3.52 89,5 0.49 12,5

EC127 Series / Slider Support System For Straight Running Belts

Min. 2-3mm Belt Width Min. 2-3mm

ZrrZN Erv /N
LW R .
Edge Guides Support Wear Strip b i

Note: The max. distances between the wear strips have to be (X);

125 mm for 2" belts Detail A
80 mm for 17/ 0.5" belts Scale 1:1



%
E C’Z 7 S @rles cngineering information MODUTECH

EC127 Series / Sprockets Arrangement

Standard Belt Width Number of sprockets per shaft A (mm/inch)

150,0 5.91 2 2 50/2 100/4
200,0 7.87 3 2 50/2 100/4
250,0 9.84 3 2 50/2 100/4
300,0 11.81 4 3 50/2 100/4
350,0 13.78 4 3 50/2 100/4
400,0 15.75 5 3 50/2 100/4
450,0 17.72 5 3 50/2 100/4
500,0 19.69 6 4 50/2 100/4
550,0 21.65 7 4 50/2 100/4
600,0 23.62 7 4 50/2 100/4
650,0 25.59 7 4 50/2 100/4
700,0 27.56 8 5 50/2 100/4
750,0 29.53 9 6 50/2 100/4
800,0 31.50 9 6 50/2 100/4
850,0 33.46 10 7 50/2 100/4
900,0 35.43 1 7 50/2 100/4
950,0 37.40 I 7 50/2 100/4
1000,0 39.37 I 7 50/2 100/4
1050,0 41.34 1 7 50/2 100/4
1100,0 43.31 12 7 50/2 100/4
1150,0 45.28 12 7 50/2 100/4
1200,0 47.24 12 7 50/2 100/4
1250,0 49.21 13 8 50/2 100/4
1300,0 51.18 13 8 50/2 100/4
1350,0 53.15 13 8 50/2 100/4
1400,0 55.12 14 8 50/2 100/4

www.modutech.com.tr 37



LS

MODUTECH

MDI27 GAP750

Modular Belt Serie

MDI27 GAP7%50
Sprockets
Engineering Information







MDI27 GAP750

Modular Belt Serie

- Bakery Applications

Including Oven Infeed - Outfeed, Coating Lines, Glazing Lines,
Freezing Lines, Conditioning Lines, Cooling Lines

= Poultry Applications

Cooling and Freezing Lines

= Seafood Applications

Including Breading Machines, Draining Lines

= Snack Food Applications

Including Proofer Lines, Boiler Infeed, Oven Infeed - Outfeed, Cooling Lines
= Fruits and Vegetables Applications

Including Prewashing / Rinsing, Draining

= Packing Industry

Shrink Tunnels

E——
*
oy




MDI127 GAP7%50

Pitch:
Belt Surface:

Minimum Width:

Open Area (%):
Flight:
Sidewall:

Rod:
Approved:
Curve:

Color:
Cleanability:
Belt Thickness:

(7

MODUTECH

12,7 mm /0.5 inch

Open, Smooth Surface
177,8 mm /7 inch

50%. ( Biggest opening 10 x 25 mm )
No

No

?3,6 mm/0.142 inch
FDA and EU

No

Additional colors available
Excellent

7 mm/0.276 inch

Available Moulded Module Sizes
- 203,2 mm / 8 inch module

+177,8 mm /7 inch module

- 127 mm /5 inch module

Product Features and Functional Benefits

- Belt provides optimal open area for drainage and airflow.

* Less friction and product contact for easy cooking, cooling
and freezing of products.

- Reduced dirt and oxide build due to self cleaning surface.

+ Easy to clean reduces downtime for cleaning time 80%.

MD127 GAP%50 / Technical Information

BELT MATERIAL
e e I N
Polypropylene 3410 233 - +5/+41 +90/ +194 2,8/0.57
Polyethylene - - - - - - -
Acetal 4840 331 - -43/-45.4 +110/+230 3,6/0.75
- Belt strength and temperature values are maximum on the table.
MD127 GAP%50 / Standard Belt Widths .

WIDTH (W)

o
BELT POM e w il
SERIES (max) | 30

I R R " -

12,70

MD127G50 177,80 7.0 177,80 7.0 +1mm

MD127G50 203,20 8.0 203,20 8.0 +1 mm

MD127G50 304,80 12.0 304,80 12.0 + 7 mm

MD127G50 406,40 16.0 406,40 16.0 +7 mm

MD127G50 508,00 20.0 508,00 20.0 +2mm

MD127G50 609,60 24.0 609,60 24.0 +2mm

MD127G50 711,20 28.0 711,20 28.0 +2mm - Standard belt increments 101,6 mm.
MD127G50 812,80 32.0 812,80 32.0 +2mm - Non-standard belt increments 25,4 mm.
MD127G50 914,40 36.0 914,40 36.0 +2mm

- Please contact with customer service for 4]

precise belt measurements. www.modutech.com.tr
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736 - . EBE
A

MD127 GAP%50 Serie / Machined Sprockets Dimensions

Square Round PRODUCT CODE

Di Do B A
NO.TEETH . . t h Bore (Q) Bore (R)
mm/inch mm/inch mm/inch mm/inch
mm/inch mm/inch Square Type (Q) Round Type (R)
Z19 70,9/ 2.79 80,8/3.18 10/0.39 25/1.0 20/0.78 25/1 MD127G505QZ19 MD127G50SRZ19
724 91,3/3.59 101,6/4.00 10/0.39 25/1.0 25/1 25-40/1-1.50 MD127G505QZ24 MD127G50SRZ24
736 140,5/5.53 150,5/5.93 10/0.39 25/1.0 40/1.57 25-400/1-1.50 MD127G505QZ36 MD127G50SRZ36

*All required sprockets produced by CNC.

*Other sprockets and hub sizes are manufactured up to request.

*POM (Acetal) and PA (Polyamide) sprockets raw material is available on request.
*Machined Split Sprockets are avaliable for each size.

5
(Max.) b

(Min.) +
O
0
b‘<§)
AL

A,
MD127 GAP%50 Serie / Conveyor Frame Dimensions

oTo~0, 000,00, 00,010,000
g ) VALY

A-+0,031"(1Tmm) C-
B-+0,125"(3mm) E

'
H -+

MD127 GAP%50

3.09 784 19 1.40 354 1.59 40,4 2.00 50,9 1.87 47,4 0.28 7,0
3.86 980 24 1.80 45,7 2.00 50,8 2.81 71,3 2.27 57,7 0.28 7,0
5.83 1480 36 2.77 70,3 2.97 75,5 4.74 120,5 3.24 82,3 0.28 7,0

Pitch Diameter Range (Bottom to Top)
mm mm mm mm
=



M D ’2 7 GA p %5 0 Se r i e Engineering Information

MD127 GAP%50 Serie / Sprockets Arrangement

Standard Belt Width Number of sprockets per shaft

(7

MODUTECH

A (mm/inch

)

177,8

203,2

304,8

406,4

508,0

609,6

711,2

812,8

914,4

1016,0
1117,6
1219,2
1320,8
1422,4
1524,0
1625,6

7.0
8.0
12.0
16.0
20.0
24.0
28.0
32,0
36.0
40.0
44.0
48.0
52.0
56.0
60.0
64.0

0 N o U~ WN

11
12
13
14
14
15
16

O 0 N O U A W W NN

NN -~ O 9

50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2

100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4

www.modutech.com.tr 43
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HC127 (

Modular Belt Serie

* Meat (Beef and Pork) Applications

Fat - Trim Lines, General Conveyence, Packing Lines, Elevator
= Poultry Applications

Debonning, Trim Lines, Offal - Feather Lines, Grading Lines, Freezing Lines,
Elevator

- Seafood Applications

Inspection Tables, Grading Lines, Trim Lines

- Bakery Applications

Row Dough Handling, Cooling Lines, Packing Lines

- Snack Food Applications

Corn Processing

= Fruits and Vegetables Applications

Bulk Feeding, Elevator, Control - Sorting Table

= Packaging Applications

Labelling, Palletizing - Depallettizing




&
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Pitch: 12,7 mm /0.5 inch

Belt Surface: Close, Smooth Surface

Minimum Width: 101,6 mm /4 inch

Open Area (%): 0%

Flight: No

Sidewall: No

Rod: @4,5 mm /0.177 inch

Approved: FDA and EU

Curve: No

Color: Additional colors available

Cleanability: Excellent

Belt Thickness: 8 mm/0.315 inch
Product Features and Functional Benefits Available Moulded Module Sizes
+ Easy to clean reduces downtime for cleaning time 80%. * 203,2 mm/ 8 inch module
» Unique sprocket engagement - higher product load and longer conveyors. *101,6 mm /4 inch module
- Close transfer applications.
* Reduces bacteria growth.

HC127 C/ Technical Information

BELT STRENGTH TEMPERATURE BELT WEIGHT
BELT MATERIAL

Straight Curve . )
°C / °F (min. °C/°F (max. Kg/m?2 / |b/ft2
o I i) ) ¢

Polypropylene 2750 188 - - +5/ +41 +90 / +194 3,8/0.78
Polyethylene - - -
Acetal 5170 354 - - -43/-45.4 +110/ +230 57/117

- Belt strength and temperature values are maximum on the table.

HC127 C / standard Belt Widths

WIDTH (W)
Belt With
o o | Tk ®—¢
o [ e | oo [ e |
HC127 C 101,60 4.0 101,60 4.0 +1mm 8
HC127 C 203,20 8.0 203,20 8.0 +1 mm
HC127 C 304,80 12.0 304,80 12.0 + 7 mm
HC127C 406,40 16.0 406,40 16.0 +7 mm
HC127 C 508,00 20.0 508,00 20.0 +2mm
HC127 C 609,60 24.0 609,60 24.0 +2mm
HC127 C 711,20 28.0 711,20 28.0 +2mm - Standard belt increments 101,6 mm.
HC127 C 812,80 32.0 812,80 32.0 +2mm - Non-standard belt increments 25,4 mm.
HC127 C 914,40 36.0 914,40 36.0 +2mm - Please contact with customer service for 47
precise belt measurements. www.modutech.com.tr
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HC127 C Serie / Machined Sprockets Dimensions

Square Round PRODUCT CODE

Di Do B A
NO.TEETH . . t h Bore (Q) Bore (R)
mm/inch mm/inch mm/inch mm/inch
mm/inch mm/inch Square Type (Q) Round Type (R)
Z19 69,4/2.73 793/3.12 10/0.36 25/1.0 20/0.78 25/1 HC1275QZ19 HC127SRZ19
724 89,8/3.54 100,0/3.94 10/0.36 25/1.0 25/1 25-30/1-1.25 HC1275QZz24 HC127SRz24
736 139,0/5.47 149,4/5.88 10/0.36 25/1.0 40/1.57 25-30/1-1.25 HC127SQZ36 HC127SRZ36

*All required sprockets produced by CNC.

*Other sprockets and hub sizes are manufactured up to request.

*POM (Acetal) and PA (Polyamide) sprockets raw material is available on request.
*Machined Split Sprockets are avaliable for each size.

5
(Max.) b

(Min.) +
O
0
b‘<§)
AL

A,

oTo~0, 000,00, 00,010,000
g ) VALY

A-+0,031"(1Tmm) C-
B-+0,125"(3mm) E

'
H -+

HC127 C Serie / Conveyor Frame Dimensions

Pitch Diameter Range (Bottom to Top)
mm mm mm mm
=

HC127 C
3.09 784 19 1.37 34,7 1.56 39,7 1.94 49,4 1.84 46,7 0.31 8,0
3.86 980 24 1.77 44,9 1.97 50,0 2.75 69,8 2.24 56,9 0.31 8,0

5.83 1480 36 2.74 69,5 2.94 74,7 4.69 119,0 3.21 81,5 0.31 8,0
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HC127 C Serie / Sprockets Arrangement

Standard Belt Width Number of sprockets per shaft

(7

MODUTECH

A (mm/inch

)

101,6

203,2

304,8

406,4

508,0

609,6

711,2

812,8

914,4

1016,0
1117,6
1219,2
1320,8
1422,4
1524,0
1625,6

4.0
8.0
12.0
16.0
20.0
24.0
28.0
32,0
36.0
40.0
44.0
48.0
52.0
56.0
60.0
64.0

0 N o U~ WN

11
12
13
14
14
15
16

O 0 N O U A W W NN

NN -~ O 9

50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2
50/2

100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4
100/4
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XP254 (R

Corrugated Belt Series

= Corrugated Cardbord Applications
Down Stackers, Corrugator Take Off, Strap Feed

Safety first because
Modutech cares about you!
Non-Skid surface offers safety
through walking for corrugated
industry .




XP254 (R

Pitch: 254 mm/1inch

Belt Surface: Close, Non Slip Surface
Minimum Width: 76,2 mm /3 inch

Open Area (%): 0%

Flight: No

Sidewall: No

Rod: @4,5 mm / 0.177 inch - Self Lock
Approved: No

Curve: No

Color: Additional colors available
Cleanability: Good

Belt Thickness: 9,3 mm/ 0.366 inch

Product Features and Functional Benefits
- Chamfered belt edges.

- Reinforced bottom surface - higher product load and longer conveyors.
+ Unique sprocket engagement reduces pulsation and increases load capacity.

+ Close transfer applications.
- Extra power, bi-directional belt for long conveyors.
- Safety walking top surface.

XP254 CR / Technical Information

BELT STRENGTH

BELT / PIN

Ib/ft

Acetal / PA6 40250 2758

XP254 CR / standard Belt Widths

SERIES (max)

[ o] inh | o] inch |

XP254 CR 76,2 3.0 +£0,5mm
XP254 CR - - 1524 6.0 £0,5mm
XP254 CR = = 228,6 9.0 +2mm
XP254 CR = = 304,8 12.0 +2mm
XP254 CR = - 381,0 15.0 +3mm
XP254 CR = = 457,2 18.0 +3mm
XP254 CR = = 5334 21.0 +3 mm
XP254 CR = = 609,6 24.0 +3mm
XP254 CR - = 685,8 27.0 +4mm
XP254 CR = = 762,0 30.0 +4mm
XP254 CR = = 838,2 33.0 +4mm
XP254 CR = = 914,4 36.0 +4mm
XP254 CR - - 990,6 39.0 +4mm
XP254 CR - - 1066,8 42.0 +4mm
XP254 CR = = 1143,0 45.0 +4mm

(7

MODUTE

CH

} 9,3 mm

Available Moulded Module Sizes
+152,4 mm /6 inch module
+ 76,2 mm / 3 inch module

TEMPERATURE BELT WEIGHT

i 43/ -45.4 +110/ +230

8,1/1.67

°C /°F (min.) °C / °F (max.) Kg/m2 / Ib/ft?

- Belt strength and temperature values are maximum on the table.

©450  Self & Easy
Locking Pin

Reinforced
Bottom Surface

- Standard belt increments 76,2 mm.
- Please contact with customer service for
precise belt measurements.

www.modutech.com.tr
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Corrugated Belt Series

= Corrugated Cardbord Applications
Down Stackers, Corrugator Take Off, Strap Feed




(7
XP254 FLT (R MODUTECH

Pitch: 254 mm/1inch
Belt Surface: Close, Smooth Surface
Minimum Width: 76,2 mm /3 inch
Open Area (%): 0%
Flight: No
Sidewall: No
Rod: @4,5mm /0.177 inch - Self Lock
Approved: No
Curve: No
Color: Additional colors available } 8.8 mm
Cleanability: Good
Belt Thickness: 8,8 mm/0.346 inch
Product Features and Functional Benefits Available Moulded Module Sizes
+ Chamfered belt edges. +152,4 mm /6 inch module
- Reinforced bottom surface - higher product load and longer conveyors. * 76,2 mm /3 inch module

+ Unique sprocket engagement reduces pulsation and increases load capacity.
+ Close transfer applications.
- Extra power, bi-directional belt for long conveyors.

XP254 FLT CR / Technical Information

BELT / PIN BELT STRENGTH TEMPERATURE BELT WEIGHT
ATERAL
SIS SLE °C / °F (min.) °C / °F (max.) Ke/m? / Ib/fe2

Acetal / PAG6 40250 2758 = = -43/-45.4 +110/+230 8,1/1.67

- Belt strength and temperature values are maximum on the table.

XP254 FLT CR / Standard Belt Widths

25,40

WIDTH (W)
BELT PP-PE POM W—B;gl'\;vriz ] 7B7‘777
SERIES (max.)
S i o | e | I
. B W

4,50
XP254 FLTCR 76,2 3.0 +0,5mm 8.80
XP254 FLTCR - - 152,4 6.0 +0,5mm
XP254 FLTCR - - 2286 9.0 +2 mm
XP254 FLTCR - = 3048 120 +2 mm
XP254 FLTCR - = 3810  15.0 +3mm
XP254 FLTCR - - 4572 18.0 +3mm $4,50 Self & Easy
XP254 FLTCR - - 5334  21.0 +3 mm - Locking Pin
XP254 FLTCR - - 6096  24.0 +3 mm
XP254 FLTCR - - 6858  27.0 + 4 mm
XP254 FLTCR - - 7620  30.0 +4mm
XP254 FLTCR - - 8382  33.0 +4mm Reinforced
XP254 FLTCR - - 9144  36.0 +4mm Bottom Surface
XP254 FLTCR - - 9906  39.0 +4mm
XP254 FLTCR - - 10668  42.0 +4 mm
XP254 FLTCR - - 1143,0 45.0 +4 mm - Standard belt increments 76,2 mm.

- Please contact with customer service for 55
precise belt measurements. www.modutech.com.tr



4

MODUTECH

XP254

Modular Belt Series

XP254 C

XP254 PR %22

XP254 FG

Sprockets & Accessories
Engineering Information

www.modutech.com.tr







XP254 (

Modular Belt Series

- Seafood Applications

Inspection Tables, Grading Lines, Trim Lines

= Bakery Applications

Row Dough Handling, Cooling Lines, Packing Lines

= Snack Food Applications

Corn Processing

= Fruits and Vegetables Applications

Bulk Feeding, Elevator, Control - Sorting Table

= Tire Manufacturing Applications

Mixer Infeed - Outfeed, Calendering Infeed, Extrusion Outfeed

= Packaging Applications

Labelling, Case Packers, Tray Packers, Palletizing - Depallettizing
= Printing and Paper Applications

Printing Machine Outfeed, Wrapping Machine Outfeed

= Beverages and Botteling Applications

Can Palletizing and Depalletizing, Glass Palletizing and Depalletizing,
Pet Palletizing and Depalletizing

= Material Handling Applications

Incline Applications, Palletizers, Packaging Lines




XP254 C

(7

MODUTECH

Pitch: 254 mm/1inch
Belt Surface: Close, Smooth Surface
Minimum Width: 50 mm /1.97 inch
Open Area (%): 0%
Flight: Yes (125, T50, T75, T100)
Sidewall: Yes (h=25 mm, h=50 mm, h=75 mm, h=100 mm)
Rod: @4,5 mm / 0.177 inch - Self Lock
Approved: FDA and EU
Curve: No
Color: Additional colors available
Cleanability: Good } 88 mm
Belt Thickness: 8.8 mm /0.346 inch
Product Features and Functional Benefits Available Moulded Module Sizes
- Unique sprocket engagement - higher product load and longer conveyors. 1524 mm/ 6 inch module
- Unigue sprocket engagement reduces pulsation and increases load capacity. * 76,2 mm/ 3 inch module

- Close transfer applications.
- Extra power, bi-directional belt for long conveyors.
- Chamfered belt edges.

XP254 C / Technical Information

BELT WEIGHT

BELT STRENGTH TEMPERATURE
BELT MATERIAL -
SIS °C / °F (min.) °C / °F (max.)
Polypropylene 18400 1260.80 - - +5/ +41 +90/+194
Polyethylene 9100 623.55 - - -73/-99.4 +66 /+150.8
Acetal 32100 2199.55 - - -43/-45.4 +110/+230

550/1.13
580/1.19
790/1.62

- Belt strength and temperature values are maximum on the table.

XP254 C / Standard Belt Widths

WIDTH (W)
BELT Belt With

(max.)

XP254 C 152,4 6.0 152,4 6.0 +0,5mm

XP254 C 2286 9.0 228,6 2.0 +2mm

XP254 C 304,8 12.0 304,8 12.0 +2mm §
XP254 C 381,0 15.0 381,0 15.0 +3mm o
XP254 C 457,2 18.0 457,2 18.0 +3mm }
XP254 C 5334 21.0 5334 21.0 +3mm W

XP254 C 609,6 24.0 609,6 24.0 +3mm 8,80
XP254 C 685,8 27.0 685,8 27.0 +4mm

XP254 C 762,0 30.0 762,0 30.0 +4 mm

XP254 C 838,22 33.0 838,22 33.0 +4 mm

XP254 C 914,4 36.0 9144 36.0 +4 mm

XP254 C 990,6 39.0 990,6 39.0 4 mm - Standard belt increments 76,2 mm.

XP254 C 1066,8 42.0 1066,8 42.0 +4 mm - Non-standard belt increments 15,2 mm.

XP254 C 1143,0 45.0 1143,0 45.0 +4mm - Please contact with customer service for

precise belt measurements.

www.modutech.com.tr
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XP254 PR7%22

Modular Belt Series

= Meat and Poultry Applications

General Conveyance and Breading Lines

= Fruit and Vegetable Application

Elevators, Steam Peeler, Inspection Tables, Blanching Lines

- Seafood Applications

Elevators, Inspection Tables, Grading Lines, Trim Lines, Glazing Lines, Cooking Lines
- Bakery Applications

Row Dough Handling, Cooling Lines, Icing Lines, Packing Lines,

Metal Detectors




XP254 PR7:22

25,4 mm/1inch

Open, Smooth Surface

50 mm/1.97 inch

22%. ( Biggest opening 9,44 x 3 mm )

Pitch:

Belt Surface:
Minimum Width:
Open Area (%):

Flight: Yes (T25,T50, T75,T100)

Sidewall: Yes (h=25 mm, h=50 mm, h=75 mm, h=100 mm)
Rod: @4,5 mm / 0.177 inch - Self Lock

Approved: FDA and EU

Curve: No

Color: Additional colors available

Cleanability: Good

Belt Thickness: 8,8 mm/0.346 inch

Product Features and Functional Benefits

- Unique sprocket engagement - precise indexing, easy cleaning.

- Different openings to optimize performance in cooling and draining applications.

- Extra power, bi-directional belt for long conveyors.

+ Unique sprocket engagement reduces pulsation and increases load capacity.

+ Chamfered belt edges.

XP254 PR%22 / Technical Information

(7

MODUTECH

} 8,8 mm

Available Moulded Module Sizes
+152,4 mm /6 inch module
+ 76,2 mm / 3 inch module

BELT STRENGTH
BELT MATERIAL
Straight
Polypropylene 18400 1260.80 -
Polyethylene 9100 623.55 -
Acetal 32100 2199.55 -

XP254 PR%22 / Standard Belt Widths

Belt With

BELT Tolerance

SERIES

TEMPERATURE BELT WEIGHT
°C / °F (min.) °C/ °F (max.)
+5/+41 +90/+194 550/1.13
-73/-99.4 +66 / +150.8 580/1.19
-43/-45.4 +110/+230 7,90/1.62
- Belt strength and temperature values are maximum on the table.
3 1,20

Qloolnotoonooioonooiootoono

XP254 PR22 1524 6.0 152,4 6.0 +0,5mm
XP254 PR22 2286 2.0 2286 9.0 +2 mm <
XP254 PR22 3048 12.0 304,8 12.0 +2 mm 1 [T
XP254PR22 3810 150 3810  15.0 +3 mm
XP254PR22 4572  18.0 4572  18.0 +3mm
XP254PR22 5334  21.0 5334 210 +3mm
XP254 PR22 6096 240 6096  24.0 +3mm
XP254 PR22 6858  27.0 6858  27.0 +4mm
XP254PR22 7620  30.0 7620  30.0 + 4 mm
XP254PR22 8382  33.0 8382  33.0 +4mm
XP254PR22 9144  36.0 9144  36.0 + 4 mm
XP254PR22 9906  39.0 9906  39.0 + 4 mm
XP254PR22 10668  42.0 10668  42.0 +4mm
XP254PR22 11430  45.0 11430  45.0 +4mm

precise belt measurements.

- Please contact with customer service for

- Standard belt increments 76,2 mm.
- Non-standard belt increments 15,2 mm.

61
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XP254 FG

Modular Belt Series

- Seafood Applicaitons

Breading Machines, Draining Lines, Glazing Lines, Elevators, Freezing Lines
= Snack Food Applications

Proofer Lines, Boiler Infeed, Oven Infeed - Outfeed, Cooling Lines

= Fruits and Vegetables Applications

Prewashing - Rinsing, Draining, Blanching Lines, Elevators

= Packaging Applications

Filling, Accumulation Palletizing - Depalletizing, Box Transfer

- Textile Applications

Cutter, Dyeing




XP254 FG

Pitch: 254 mm/1inch

Belt Surface: Open, Smooth Surface

Minimum Width: 50 mm /1.97 inch

Open Area (%): 28%. ( Biggest opening 8,44 x 9,44 mm )
Flight: Yes (T25,T50, T75,T100)

Sidewall: Yes (h=25 mm, h=50 mm, h=75 mm, h=100 mm)
Rod: @4,5 mm / 0.177 inch - Self Lock
Approved: FDA and EU

Curve: No

Color: Additional colors available

Cleanability: Good

Belt Thickness: 8,8 mm /0.346 inch

Product Features and Functional Benefits

- Unique sprocket engagement - precise indexing, easy cleaning.

- Different openings to optimize performance in cooling and draining applications.
- Extra power, bi-directional belt for long conveyors.

+ Unique sprocket engagement reduces pulsation and increases load capacity.

+ Chamfered belt edges.

XP254 FQG / Technical Information

(7

MODUTECH

} 8,8 mm

Available Moulded Module Sizes
+152,4 mm /6 inch module
+ 76,2 mm / 3 inch module

BELT STRENGTH TEMPERATURE BELT WEIGHT
BELT MATERIAL -
S °C / °F (min.) °C / °F (max.)
Polypropylene 18400 1260.80 - - +5/ +41 +90/+194 550/1.13
Polyethylene 9100 623.55 - - -73/-99.4 +66 / +150.8 580/1.19
Acetal 32100 2199.55 - - -43/-45.4 +110/+230 7,90/1.62

XP254 FQG / standard Belt Widths

WIDTH (W)
BELT Belt With

(max.)

I I R

- Belt strength and temperature values are maximum on the table.

XP254 FG 1524 6.0 152,4 6.0 +0,5mm 8.44 . 1.20

XP254 FG 2286 9.0 228,6 2.0 +2mm 3

XP254 FG 304,8 12.0 304,8 12.0 +2mm o

XP254 FG 381,0 15.0 381,0 15.0 +3mm

XP254 FG 457,2 18.0 457,2 18.0 +3mm

XP254 FG 5334 21.0 5334 21.0 +3mm

XP254 FG 609,6 24.0 609,6 24.0 +3mm

XP254 FG 685,8 27.0 685,8 27.0 +4 mm

XP254 FG 762,0 30.0 762,0 30.0 +4 mm

XP254 FG 838,2 33.0 838,2 33.0 +4 mm

XP254 FG 914,4 36.0 914,4 36.0 +4 mm

XP254 FG 990,6 39.0 990,6 39.0 +4mm - Standard belt increments 76,2 mm.

XP254 FG 1066,8 42.0 1066,8 42.0 +4 mm - Non-standard belt increments 15,2 mm.

XP254 FG 1143,0 45.0 1143,0 45.0 +4mm - Please contact with customer service for 63
precise belt measurements. www.modutech.com.tr
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- Split moulded sprockets are available
. for XP254 Z15 & Z18!
XP254 Series / Standard Sprockets Dimensions

; Round PRODUCT CODE
NO.TEETH mm?ilnch mmD/icr)uch mmﬁnch mm//Ai\nch Bore (R)

mm/inch Square Type (Q) Round Type (R)
Z8 53,2 /2.09 64,0/ 2.52 8/0.31 25/1 25/1 25-30/1-1.25 XP254SQZ8*PA XP254SRZ8*PA
Z10 716/2.82 825/3.25 8/0.31 25/1 40/1.5 25-30/1-1.25 XP254SQZ10*PA XP254SRZ10*PA
712 89,0/ 3.50 99,5/3.92 8/0.31 25/1 40/1.5 25-30/1-1.25 XP254SQZ12*PA XP254SRZ12*PA
Z15 114,0/4.49 124,0/4.88 8/0.31 25/1 40-60/1.5-2.5 25-30/1-1.25 XP254SQZ15*PA XP254SRZ15%PA
Z18 136,4/5.37 146,4/5.76 8/0.31 25/1 40-60/1.5-2.5 25-30/1-1.25 XP254SQZ18*PA XP254SRZ18*PA

*Other sprockets and hub sizes are manufactured up to request. *POM (Acetal) and PP (Polypropylene) sprockets raw material is available on request.
*Machined Split Sprockets are avaliable for each size.

Clamp Machined Split Sprocket Moulded Sprocket Machined Sprocket
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XP254 Series / Flight & Sidewall Dimensions

XP254 Series / Flights & Sidewalls

PRODUCT CODE Flight Height (mm/inch) Flight Width (mm/inch) PRODUCT CODE Sidewall Height (mm/inch)

XP254T25 25/1 152,4/6 XP254SW25 25/1
XP254T50 50/2 152,4/6 XP254SW50 50/2
XP254T75 75/3 1524/6 XP254SW75 75/3
XP254T100 100/ 4 152,4/6 XP254SW100 100/ 4
T
S
o
S
~
Ul
S
=}
_ N\ L
©_© o S @ © o Q
2540mm * Additional flight dimensions are available up to 75 mm.
YA
XP254 Series / Sidewall Technical Specifications XP254 Series / Flight Technical Specifications
Possible Sidewall and Flight Indents Fosslale i In.dents Torr A
Series
Standard, no module cutting 24,0 0.94 15,0 0.59 Standard, module cutting 15,0 0.59
Module cutting necessary 32,0 1.26 22,0 0.87 Standard, no module cutting 30,0 1.18
Standard, no module cutting 40,0 1.57 30,0 1.18 Standard, no module cutting 45,0 1.77
Module cutting necessary 48,0 1.89 37,0 1.46 Standard, module cutting 60,0 2.36
Standard, no module cutting 56,0 2.20 45,0 1.77 Standard, no module cutting 76,0 2.99
Module cutting necessary 64,0 2.52 53,0 2.09

*Non-standard flight indent is on request.

Note: Gap between flight and sidewall minimum 2-3 mm 65
www.modutech.com.tr
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A-+0,031"(1Tmm) C-
B-+0,125"(3mm) E

XP254 Series / Conveyor Frame Dimensions

Sprockets Description A

XP254 FLT CR, XP254 C, XP254 FG, XP254 PR%22

“
Range (Bottom to Top)
mm mm mm mm
= EXEN

232 590 8 1.17 29,8 1.44 36,5 1.94 49,3 1.91 48,6 0.35 8,8
299 760 10 1.47 37,0 1.69 42,9 2.57 65,4 2.21 56,2 0.35 8,8
359 912 12 1.79 45,5 1.86 47,3 3.19 81,1 2.53 64,3 0.35 8,8
4.65 1180 15 2.22 56,3 213 54,1 4.15 1053 2.96 75,1 0.35 8,8
5.67 1440 18 2.71 69,0 2.31 58,7 5.16 131,0 3.45 87,8 0.35 8,8
XP254 CR
232 590 8 1.17 29,8 1.44 36,5 1.94 49,3 1.91 48,6 0.37 93
299 760 10 1.47 37,0 1.69 42,9 2.57 65,4 2.21 56,2 0.37 93
359 91,2 12 1.79 45,5 1.86 47,3 3.19 81,1 2.53 64,3 0.37 93
4.65 1180 15 2.22 56,3 213 54,1 4.15 105,3 2.96 751 0.37 93
5.67 1440 18 2.71 69,0 2.31 58,7 5.16 131,0 3.45 87,8 0.37 93

XP254 Series / Slider Support System For Straight Running Belts

Min 2-3mm Belt Width Min. 2-3mm

Edge Guides Support Wear Strip 4 i

Note: The max. distances between the wear strips have to be (X); Detail A
Scale 1:1
125 mm for 2" belts

80 mm for 1"/ 0.5" belts
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XP254 Series / Sprockets Arrangement
Standard Belt Width Number of sprockets per shaft A (mm/i

inch)

152,4 6.0 2 2 60/2.36 170/6.6
228,6 9.0 2 2 60/2.36 170/6.6
304,8 12.0 3 2 60/2.36 170/6.6
381,0 15.0 4 3 60/2.36 170/6.6
457,2 18.0 5 3 60/2.36 170/6.6
5334 21.0 5 3 60/2.36 170/6.6
609,6 24.0 6 3 60/2.36 170/6.6
685,8 27.0 6 4 60/2.36 170/6.6
762,0 30.0 7 4 60/2.36 170/6.6
838,2 33.0 7 4 60/2.36 170/6.6
914,4 36.0 8 4 60/2.36 170/6.6
990,6 39.0 8 5 60/2.36 170/6.6
1066,8 42.0 9 5 60/2.36 170/6.6
1143,0 45.0 © 5 60/2.36 170/6.6
1219,2 48.0 10 5 60/2.36 170/6.6
12954 51.0 10 6 60/2.36 170/6.6
1371,6 54.0 11 7 60/2.36 170/6.6
14478 57.0 11 7 60/2.36 170/6.6
1524,0 60.0 12 7 60/2.36 170/6.6
1600,2 63.0 12 8 60/2.36 170/6.6
16764 66.0 12 8 60/2.36 170/6.6
1752,6 69.0 13 8 60/2.36 170/6.6
1828,8 72.0 14 9 60/2.36 170/6.6
1905,0 75.0 14 9 60/2.36 170/6.6
1981,2 78.0 15 10 60/2.36 170/6.6
2057,4 81.0 15 10 60/2.36 170/6.6

Note: Number of sprockets depends on the belt load.
www.modutech.com.tr 67
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EC254 (

Modular Belt Series

= Meat (Beef and Pork) Applications

Fat- Trim Lines, General Conveyence, Packing Lines, Elevator
= Poultry Applications

Debonning, Trim Lines, Offal - Feather Lines, Grading Lines, Freezing Lines,
Elevator

= Seafood Applications

Inspection Tables, Grading Lines, Trim Lines

- Bakery Applications

Row Dough Handling, Cooling Lines, Packing Lines

= Snack Food Applications

Corn Processing

= Fruits and Vegetables Applications

Bulk Feeding, Elevator, Control - Sorting Table

= Packaging Applications

Labelling, Palletizing - Depallettizing
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EC254 MODUT)ECH

Pitch: 254 mm/1inch

Belt Surface: Close, Smooth Surface

Minimum Width: 152,4 mm /6 inch

Open Area (%): 0%

Flight: Yes (125, T50, T75, TC75, TCH75, T100, TNC50, TNC100 )

Sidewall: Yes (h=25 mm, h=50 mm, h=75 mm, h=100 mm)

Rod: @5 mm /0.197 inch - Self Lock

Approved: FDA and EU

Curve: No

Color: Additional colors available

Cleanability: Excellent

Belt Thickness: 10 mm /0.394 inch
Product Features and Functional Benefits Available Moulded Module Sizes
+ Easy to clean reduces downtime for cleaning time 70%. 1524 mm/ 6 inch module
+ Unique sprocket engagement - higher product load and longer conveyors. * 76,2 mm/ 3 inch module
- Close transfer applications. *45mm /1.77 inch module
+ Reduces bacteria growth. * 30 mm /1.18 inch module

EC254 C / Technical Information

BELT STRENGTH TEMPERATURE BELT WEIGHT
BELT MATERIAL
Straight Curve .
S °C/°F . °C/°F X. Kg/m2 / Ib/ft2
o o min) (max)

Polypropylene 15400 1055 = = +5/+41 +90/+194 4,9/1.00
Polyethylene 9240 603 = = -73/-99.4 +66/+150.8 52/1.05
Acetal 25150 1723 - = -43/-45.4 +110/+230 7,3/1.49

- Belt strength and temperature values are maximum on the table.

EC254 C / Standard Belt Widths

WIDTH (W)
BELT Belt With

SERIES Tolerance

EC254 C 1524 6.0 1524 6.0 +0,5mm ) W 10

EC254 C 228,6 9.0 228,6 2.0 +2mm

EC254 C 304,8 12.0 304,8 12.0 +2mm 450

EC254 C 381,0 15.0 381,0 15.0 +3mm — %

EC254 C 457,2 18.0 457,2 18.0 +3mm ﬂ

EC254 C 5334 21.0 533,4 21.0 +3mm 1

EC254 C 609,6 24.0 609,6 24.0 +3 mm ®6/

EC254 C 685,8 27.0 685,8 27.0 +4 mm

EC254 C 762,0 30.0 762,0 30.0 +4 mm

EC254 C 838,2 33.0 838,2 33.0 +4 mm

EC254 C 914,4 36.0 914,4 36.0 +4mm

EC254 C 990,6 39.0 990,6 39.0 +4mm - Standard belt increments 76,2 mm.

EC254 C 1066,8 42.0 1066,8 42.0 +4 mm - Non-standard belt increments 15,2 mm.

EC254 C 1143,0 45.0 1143,0 45.0 +4mm - Please contact with customer service for 7'I
precise belt measurements. www.modutech.com.tr



EC(254 PR7

Modular Belt Series

= Meat and Poultry Applications

General Conveyance and Breading Lines

= Fruit and Vegetable Applications
Including Elevators, Steam Peeler, Inspection Tables
= Seafood Applications

Including Elevators, Inspection Tables, Grading Lines,
Trim Lines, Glazing Lines, Cooking Lines

= Bakery Applications

Including Raw Dough Handling, Cooling Lines,

Icing Lines, Packing Lines, Metal Detectors
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Pitch: 254 mm/1inch -

Belt Surface: Open, Smooth Surface

Minimum Width: 152,4 mm /6 inch

Open Area (%): 16%. ( Biggest opening 2,5x 4,5 mm)

Flight: Yes (125, T50, T75, TC75, TCH75, T100, TNC50, TNC100)

Sidewall: Yes (h=25 mm, h=50 mm, h=75 mm, h=100 mm)

Rod: @5 mm /0.197 inch - Self Lock

Approved: FDA and EU

Curve: No

Color: Additional colors available

Cleanability: Excellent

Belt Thickness: 10 mm/0.394 inch
Product Features and Functional Benefits Available Moulded Module Sizes
» Unique sprocket engagement - precise indexing, easy cleaning. * 1524 mm /6 inch module
- Different op